
The M4236 medium power is a high quality single colour LED-line is IZI 
white compliant. This product can be used as high output seamless light 
lines, cove lighting or as general lighting. Due to its modular character, 
long life span and its superior performance in energy efficiency this 
medium power LED-line is suitable for a wide range of applications. This 
product allows itself in combination with our special designed LED-
profiles and covers for discrete placement in a wide range of architectural 
details.
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ARTICLE NUMBERS

SPECIFICATIONS

DIMENSIONS

M4236 MEDIUM POWER LED-LINE

Need help or advice? Please contact us at �i�n�f�o�@�t�d�e�-�l�i�g�h�t�t�e�c�h�.�n�l or call �+�3�1�(�0�)�2�0� �6�9� �7�3� �8�4�9

�1�0�0�.�6�5�.�3�4�-� M4218 medium power LED-line, warm white, 24VDC, 420mm

�1�0�0�.�6�5�.�3�6�-� M4218 medium power LED-line, cool white, 24VDC, 420mm

�1�0�0�.�4�5�.�7�2�-� LED-adapter print single colour female

�1�0�0�.�4�5�.�7�3�-� LED-adapter print single colour male

- Module length

- Available colours

- Light output

- Colour rendering

- Colour binning:

- LED’s per module

- Beam angle

- Power

- Current Consumption

- Consumption per module

- Consumption per meter

- Lifespan

: 420mm (cutable in 70mm sections)

: 2700K / 3000K* / 3500K* / 4000K* / 5000* / 6500K

: 570 lumen 

: CRI >85 

:

: 36  

: 120º without secondary optics

: 24VDC

: 360mA

: 9 Watt 

: 20 Watt 

: 50.000 Hours

 MC-ADAM STEP 3 (IZI White compliant)

420mm

21,7mm

2,5mm

�2�4�V�D�C
�S�Y�S�T�E�M

�H�I�G�H
�C�R�I�I�N�D�O�O�R�P�r�o�f�i�l�e

�2�4�m�m
�P�r�o�f�i�l�e
�4�8�m�m

Profile
48mm
Profile
38mm

�2�7�0�0�K

�6�5�0�0�K
~ IZI

WHITE

70mm

VIP Centre, Schiphol

*Optional: different colour temperatures on special request available
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